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Abstract—This  paper  presents  an  algorithm  for  lip 
movement tracking and lip gesture recognition for the purpose 
of  the  multimodal  human-computer  interface  (HCI)  called 
LipMouse. This solution allows a user to work on a computer 
using movement and gesture made by his/her mouths only and 
is especially useful for severely disabled and paralyzed people. 
User face images are captured with a standard webcam. Face 
detection  is  based  on a  cascade  of  boosted  classifiers  using 
Haar-like features. A mouth region is located in the lower part 
of the face region and is used to track lip movements.  Three 
lip gestures  are recognized:  mouth opening,  sticking  out the 
tongue and making the mouth into an „O” shape. Lip gesture 
recognition is performed by an artificial  neural network and 
utilizes  an  accurate  lip  shape  obtained  by the  means  of  lip 
image segmentation using fuzzy clustering.

I. INTRODUCTION

HERE is an  increasing  need for development  of new 
human-computer  interfaces  (HCI)  [1][2].  They  are 

especially  useful  in  situations  when  it  is  not  possible, 
difficult or ineffective to use traditional input devices, like a 
keyboard  and  a  mouse.  The  main  goal  of  each  HCI 
application is to make working with a computer as natural, 
intuitive and effective as possible.

T

One  of the  main  areas  of applications  of new human-
computer  interfaces  is  to  make  possible  for  people  with 
permanent  or temporal  disabilities to use computers in  an 
efficient  way. There are two main  types of such solutions 
[3]. The first group utilizes devices mounted directly on the 
user’s  body.  Applications  in  the  second  group  are 
contactless and they use remote sensors only, therefore they 
are much more comfortable for a user. Amongst contactless 
solutions,  vision-based human-computer  interfaces are  the 
most  promising  ones.  They  utilize  cameras  and  image 
processing algorithms to detect signs and gestures made by 
a user and execute configured actions.  The most common 
vision-based application employ eye and hand tracking [4]
[5].

This paper presents novel, vision-based human-computer 
interface called LipMouse. It  tracks  user’s  lip  movements 
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and detect lips gestures. This interface is described in Sec-
tion II. Section III presents an algorithm for mouth position 
detection  and  section  IV  contains  details  regarding  lip 
gesture recognition. Results of experiments are presented in 
section V. Section VI concludes the paper.

II. HUMAN-COMPUTER INTERFACE DESCRIPTION

LipMouse is a name of the patent-pending,  contactless, 
human-computer interface that  allows a user to work on a 
computer using movements and gestures made with his or 
her  mouth only. LipMouse is an application running  on a 
standard  PC  computer.  It  requires  only  one  hardware 
component:  a  display-mounted,  standard  web camera  that 
captures  images  of  the  user  face.  The  main  task  of  the 
LipMouse is to detect and analyze images of user’s mouth 
region in a video stream acquired from a web-camera.  All 
movements of mouth (or head) are converted to movements 
of  the  screen  cursor.  Various  parameters  regarding 
threshold, speed and alteration of the cursor movement may 
be set according to user preferences. LipMouse also detects 
three mouth gestures: opening the mouth,  sticking out the 
tongue  and  making  the  mouth  into  an  “O”  shape.  Each 
gesture  may be associated  with  an  action,  which  may be 
freely chosen by a user. Possible actions include clicking or 
double-clicking  various  mouse  buttons,  moving  mouse 
wheel – both horizontally and vertically, sending keyboard 
sequences, starting an application and others. Many actions 
may be defined  as  single  or  continuous  ones.  The  single 
actions are executed only once, in the very moment when a 
new gesture is detected; continuous actions are executed as 
long,  as  a  gesture  is  kept.  For  example,  opening  mouth 
gesture may be connected with an  action executing single 
left mouse button click in the moment, when the mouth is 
opened,  or  with  an  action  that  keeps  left  mouse  button 
pressed as long, as a user keeps his/her mouth open.

Before a user starts working with LipMouse, a short cali-
bration lasting about 30 seconds needs to be executed. Dur-
ing the calibration, the user is asked to perform some head 
movement  and  gestures according  to the instructions seen 
on the screen. The purpose of the calibration is to tune Lip-
Mouse to detect gestures made by the user  in  the current 
lighting conditions.
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The target users for the tool are people who, for any rea-
son, cannot or do not want to use traditional input devices. 
Therefore LipMouse is a solution enabling severely disabled 
and paralyzed people to use a computer and communicate 
with  the  surrounding  world.  No user  adaptation,  such  as 
placing  marks  on  the  face,  is  required  in  order  to 
successfully work with LipMouse.

Fig.  1 presents a scheme of the algorithm used in  Lip-
Mouse. First, a user’s face is detected in every image frame 
captured by a web camera.  Further stages of the algorithm 
are restricted to the ROI containing the user’s face. Then, 
mouth  region  is localized and  its  shift  from the reference 
mouth position is calculated.  This shift is directly used to 
move a screen cursor; the greater the shift is, the faster the 
cursor  moves  in  a  given  direction.  The  reference  mouth 
position  may  be  altered  at  any  time  on  user  request. 
Simultaneously, a small region (blob) placed on user lips is 
found  in  mouth  region.  This  blob  is  used  as  a  starting 
condition for an  iterative method for lip shape extraction. 
Lip  shape  and  lip  region  image  features  are  used  by an 
intelligent  decision  system  utilizing  an  artificial  neural 
network to classify gestures made by a user.

 

Fig.  1 Scheme of the LipMouse human-computer interface algorithm

III. FACE AND MOUTH POSITION DETECTION

A cascade of boosted classifiers working with Haar-like 
features is used to detect a user’s face in images captured by 
a web camera [6][7]. It is a very efficient and effective algo-
rithm for visual object detection. Each classifier in the cas-
cade consists of a set of weak classifiers based on one image 
feature each. Classifiers in the cascade are trained with Ad-
aBoost algorithm that selects a small number of critical vis-
ual features from a larger set and yields extremely efficient 
classifier.  Classifiers in the cascade are combined in the or-
der  of  increased  complexity.  This  allows  background 
regions of the image to be quickly discarded while spending 
more computation on promising regions.

Features  used  for  face  detection  are  gray-levels  differ-
ences between sums of pixel values in  different,  rectangle 
regions in an image. They may be computed rapidly using 
integral images [6].

In order to increase speed of face detection and to make 
sure that the face is large enough to recognize lip gestures, 
the minimal width of a face was set to the half of the image 
frame width. The mouth region is localized arbitrary in the 

lower  part  of  the  face  region  detected.  Its  position, 
compared  with  a  reference  mouth  position,  is  used  to 
control  the screen cursor.  Sample results of face detection 
and mouth region finding are pictured in Fig. 2. 

 

Fig.  2 Sample results of face detection (green rectangle) and mouth re-
gion finding (red half ellipse)

IV. LIP GESTURE RECOGNITION

Lip  gesture  recognition  is  performed  by  an  artificial 
neural  network  (ANN).  A  feature  vector  for  the  ANN 
contains  parameters  describing  image  region  containing 
lips only.

A. Artificial neural network description

A feed-forward ANN with one hidden layer is used to de-
tect  lip  gestures.  Each  image  frame  is  classified 
independently.  The  number  of  ANN  inputs  corresponds 
with the number of lip image features and is equal 168 or 
171,  depending  on  the  chosen  variant  of  lip  region 
extracting.  There  are  4  outputs  from  ANN,  each  one  is 
related with one type of gestures recognized by ANN. Three 
of them are:   opening  the mouth,  sticking out the tongue 
and  making  the  mouth  into  an  “O”  shape.  A  natural, 
neutral  facial  expression  is  the  fourth  gesture  and  means 
that  no  real  lip  gesture  is  present.  Based  on  initial 
experiments, number of neurons in the hidden layer was set 
to 8.  It  is  the minimum number  of neurons  sufficient  for 
good  effectiveness  of  lip  gesture  recognition.  Sigmoid 
activation functions are used in all neurons.

A  type  of the  gesture  is  determined  by the  maximum 
value of the ANN outputs. However, in the HCI application 
it is crucial to minimize false-positive rate of detection of all 
three, real gestures in order to prevent execution of actions 
not meant by a user. False-negative rate is less important – 
if  a  gesture  is  not  recognized  in  some  frame,  it  will  be 
recognized  in  succeeding  frames  when  a  user  moves his 
head a little or change face expression.

In order to minimize number of false-positives, post-pro-
cessing of ANN output vector o is performed in order to de-
termine reliability of classification. The maximum value of 
ANN output omax is converted according to the equation:
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is greater or equal to the threshold  T, a gesture 

connected with the output omax is returned as the recognized 
gesture;  otherwise,  the  neutral  gesture  is  returned  which 
means that no real gesture is detected. This method assures 
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that  if the neural  network output is not firm, no gesture is 
detected in order to minimize false-positives ratio. It can be 
noticed that T = 0 turns off ANN output post-processing.

ANN  is  trained  with  a  resilient  backpropagation 
algorithm (RPROP) [8]. Training data are acquired during 
calibration  phase  which  is  required  at  the  beginning  of 
every session with LipMouse. The calibration consists of 4 
stages. During each stage, a user is asked to move his head 
left,  right,  up  and  down  while  making  one  of  the  four 
gestures: neutral  one in the stage 1, mouth opening in the 
stage 2, sticking out the tongue in the stage 3 and making 
the mouth into an “O” shape in the stage 4. Each stage lasts 
4 second, with 2-second break between stages when a user 
is asked to change the lip  gesture.  During  each  stage,  60 
frames containing gesture images are gathered (video rate is 
15 fps).  Feature  vectors  obtained  from these frames  form 
training vectors (80% of all vectors) and validation vectors 
(every  fifth  vector).  This  means  that  total  192  feature 
vectors  (48  for every gesture)  are  used for  ANN training 
and 48 vectors are used to validate ANN after training (12 
for every gesture).  Five neural  networks are trained based 
on the same data and the one with the smallest error rate of 
validation  vector  classification  (with  post-processing 
threshold T = 0.5) is used for lip gesture recognition.  

B. Lip region extraction

In order to facilitate lip gesture recognition by ANN, an 
algorithm for determining  region  of the image containing 
lips only must be very precise and has to be robust against 
head  movements  in  the vertical  and  horizontal  directions. 
In  order  to  locate  lips,  a  series  of  face  image 
transformations is performed. First,  an image is converted 
from  RGB  color  space  to  the  CIE  LUV  space  [9]. 
Furthermore,  the  source  image  is  also  transformed  with 
DHT (Discrete Hartley Transform) [10]. The U component 
of  LUV  space  and  the  third  component  C3 of  DHT 
transform  are  used  for  further  processing,  because  they 
provide distinct,  linear  separation of lip and non-lip areas 
(Fig 3b and  3c).  These two components  are multiplied in 
order to increase the differences (Fig. 3d).

 

a) b) c) d)

Fig.  3 a) Mouth region, b) the U component of LUV color space, c) the C 
3 component of DHT transform and d) multiplication of both components 

for two sample face images 

Although simple, binary thresholding of the resulting im-
age in order to obtain a lip region is now possible, its results 
could be faulty depending on lighting conditions. Therefore 
additional  processing  steps  are  performed:  attenuating 
values of pixels depending on its distance from the image 

center (the farther the pixel is from the center the more its 
value  is  decreased)  (Fig.  4b),  saturating  the  image  with 
hyperbolic tangent  curve (high values are increased, small 
values  are  decreased)  (Fig.  4c)  and  performing 
morphological closing and opening of the image (Fig. 4d). 
Now  the  image  is  thresholded  with  constant  threshold 
located  in  the  middle  of pixel  value  range  (Fig. 5b)  and 
resulting binary image is morphologically closed in order to 
connect all blobs lying close to each other (Fig. 5c). 

 

a) b) c) d)

Fig.  4 Sample results of a) multiplication of U and C3 components, b) at-
tenuating values of pixels lying farter from the image center, c) saturating 
with hyperbolic tangent curve and d) morphological closing and opening

 

a) b) c)

Fig.  5 Sample results mouth region binary thresholding: a) before, b) af-
ter, c) with additional morphological closing

In the result, one or more blobs placed on image lips are 
obtained. Smaller  blobs are removed. Based on horizontal 
axes  of  nose  trills  and  mouth  (found  by analyzing  first 
derivate of a vector containing average values of every row 
in  the  mouth  region),  one blob lying  both  on  upper  and 
lower lips (or on a lower lip only) is chosen.  This blob is 
used  as  a  starting  point  for  an  iterative  process  that 
approximates  lip  shape  with  an  ellipse  using  fuzzy 
clustering  [9]  (Fig.  6).  In  the  method,  a  dissimilarity 
measure  that  integrates  the  color  dissimilarity  and  the 
spatial  distance  in  terms  of an  elliptic  shape  function  is 
used. Because of the presence of the elliptic shape function, 
the measure is able to differentiate the pixels having similar 
color  information  but  located  in  different  regions.  The 
method  for  lip  shape  approximation  with  an  ellipse  uses 
three-channel images of the mouth region. The first and the 
second channel contain  U and V color components of LUV 
color space and the third channel contains C3 component of 
the DHT transform.

  

Fig.  6 Illustration of the algorithm for lip shape approximation; top left – 
mouth region with detected blobs placed on lips (white) and the blob cho-
sen as a starting point for the algorithm (blue rectangle); remaining im-
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ages – membership function u0 values (gray levels) [9] and resulting el-
lipse (green) after iteration no. 1, 2, 3, 4, 6 and 10.

There  are  five internal  parameters  of the  method  that 
need to be set in order to achieve good results of lip shape 
approximation for every user in variant lighting conditions. 
In order to facilitate this task, 14 presets of these parameters 
were  created.  A  user  needs  to  choose  one  preset  that 
provides  the  best-fitting,  stable  ellipse,  i.e.  the  ellipse 
contour  always  overlaps  lip  edges,  regardless  of  head 
movements  and  gestures  made  with  the  lips.  In  all 
experiments  presented in  the paper  it  is assumed that  the 
best preset has been chosen for every person. Fig. 7 shows 
optimal  results  of lip shape approximation with an ellipse 
for all types of gestures recognized by ANN.

 

a) b) c) d)

Fig.  7 Sample results of mouth region (red rectangle) and lip shape de-
tection (green ellipse) for the lack of the lip gesture (a) and for three ges-
tures recognized: opening the mouth (b), making the mouth into an “O” 

shape (c) and sticking out the tongue (d)

Three different variants of lip region extracting are avail-
able. In the first variant (V1), the lip region is based directly 
on the ellipse approximating the lip shape and is constituted 
by the rectangle containing the ellipse. It means that the lip 
region size is not  constant  and the region moves and tilts 
according to the results of lip shape approximation. In the 
second variant (V2), horizontal, constant-size square is used 
as the lip region. Its center is always anchored at the center 
of  the  ellipse  and  the  length  of  its  sides  is  fixed  and 
determined  at  the beginning  of the calibration  process by 
the width of the ellipse. In the third variant  (V3), influence 
of the ellipse on the lip region extracting is minimal.  The 
lip region is formed by the square which size and position is 
fixed  and  determined  at  the  beginning  of the  calibration 
phase.  The center of the square is located at the center of 
the ellipse, and the length of sides is equal to the half of the 
width  of  the  whole  mouth  region.  The  third  variant  is 
especially  useful  when  the  algorithm  of  lip  shape 
approximation fails.

C. Lip image features

All lip image features used for lip gesture recognition can 
be divided into 4 groups. The first one is used only when 
the first variant  V1 of lip region extracting is chosen and it 
contains three parameters:  the width and the height  of the 
ellipse  approximating  the  lip  shape  and  the  angular 
eccentricity of the ellipse which is given with the equation:


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where a is the shorter, and b – the longer axis of the ellipse.
The second group of parameters is formed by the normal-

ized, 20-point luminance histogram of the lip region.
The third group contains Hu sets of invariant image mo-

ments [11][12].  The  moments  are  invariant  under 

translation, changes in scale and rotation. Four sets of Hu 
moments  are  calculated  based  on  four  equal-sized, 
non-overlapping luminance images the lip region is divided 
into.  Each Hu set contains  7 parameters which gives total 
number of 28 features in the third group.

The last group of parameters is based on a co-occurrence 
matrix. A co-occurrence matrix, also referred to as a co-oc-
currence  distribution,  is  defined  over  an  image  to  be the 
distribution  of co-occurring  values  at  a  given  offset  [13]
[14]. It is commonly used as a texture description.

A set of co-occurrence matrices is calculated for three lip 
image representations: the luminance L and chrominance U 
of the CIE LUV color space and the first vertical derivative 
of the  luminance  image  calculated  with  a  Sobel operator 
[15].  Each  set  contains  8  normalized,  symmetrical, 

2525 ×  co-occurrence matrices (four possible directions: 
0°, 45°, 90°, 135° and two distances: 1 and 2). Five statisti-
cal parameters are calculated for every co-occurrence matrix 
P. They are as follows:
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This  gives  total  number  of  120  parameters  (3  image 
representations * 8 co-occurrence matrices * 5 parameters) 
based on co-occurrence matrix in the ANN feature vectors.

V. EXPERIMENTS AND RESULTS

For the purpose of lip  gesture recognition  experiments, 
face recordings of 102 persons were collected. Each person 
was asked to carry out typical, calibration procedure twice. 
The first  iteration  was used to train  ANN and the second 
iteration was used to obtain the effectiveness of lip gesture 
classification.  All  face images gathered during  the second 
iteration were used for testing,  therefore the testing set of 
vectors contained 25% more elements than the training set 
of vectors (20% of vectors gathered during the first iteration 
is used for instant ANN validation).

Table I presents summary of lip gestures recognition for 
different  lip  region  extracting  variants.  It  is seen that  the 
best results were achieved for the third variant V3 that relies 
the least on the results of lip shape approximation with an 
ellipse. This means that although the ellipse usually fits the 
real lip shape, its inter-frame variances might interfere with 
the ANN classification effectiveness. It was discovered that 
V3 variant provides the best results for 82% of test record-

http://en.wikipedia.org/wiki/Angular_eccentricity
http://en.wikipedia.org/wiki/Angular_eccentricity
http://en.wikipedia.org/w/index.php?title=Hu_set_of_invariant_moments&redirect=no
http://en.wikipedia.org/w/index.php?title=Hu_set_of_invariant_moments&redirect=no
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ings. Other variants were optimal (V1 for 14% and V2 for 4% 
of test recordings) for those recordings where the lip shape 
is approximated with an ellipse ideally in all movie frames. 
This  allows to conclude that  V2 variant  is  not  needed;  in 
case  of  any  problems  with  lip  shape  approximations  V3 

wins, in other cases V1 variant is usually sufficient.
TABLE I.

SUMMARY RESULTS OF LIP GESTURE RECOGNITION FOR DIFFERENT LIP REGION 
EXTRACTING VARIANTS

Lip re-
gion ex-
tracting 
variant

Effectiveness of lip gesture classification

Neutral 
(no ges-

ture)

Mouth 
opening

Mouth 
into an 

“O” 
shape

Sticking 
out the 
tongue

All ges-
tures

V 1 86.1% 85.3% 85.4% 84.8% 85.4%

V 2 80.2% 83.0% 75.0% 78.8% 79.3%

V 3 91.3% 95.3% 92.0% 94.1% 93.2%

Detailed results of lip gesture classification are shown in 
Table  II.  It  is  seen  that  increasing  ANN post-processing 
threshold T improves effectiveness of neutral gesture recog-
nition and worsens results of other three gestures classifica-
tion. It is assumed that an optimal value of the T threshold 
is 0.5 which provides compromise between the effectiveness 
and the false-positive ratio of real gesture recognition.

Achieved results of lip gesture classification are satisfac-
tory. Total effectiveness of recognition over 90% means that 
on average three recognition  errors  appear  every two sec-
onds  of  algorithm  working.  Furthermore,  due  to  ANN 
output  post-processing,  the  majority of the  errors  emerge 
when the neutral gesture is recognized instead of other three 
gestures. These errors do not pose much inconvenience to a 
user and may be attenuated further by the means of simple 
time-averaging of lip gesture detection results.

VI. CONCLUSION

An algorithm for lip movement tracking and lip gesture 
recognition is presented in  the paper.  It  forms the core of 
the  multimodal  human-computer  interface  (HCI)  called 
LipMouse. Results of the experiments carried out show that 
the  effectiveness  of  the  algorithm  is  sufficient  for 
comfortable  and  efficient  usage  of a  computer  by anyone 
who does not want or cannot use traditional  keyboard and 
mouse.

Future  work  will  focus  on  improvement  and  further 
development of the interface and its algorithms. Most of all, 
the search for optimal composition of the feature vector will 
continue. New parameters will be defined and their extrac-
tion method will be tuned. Another research thread will be 
focused on increasing  the  number  of recognized gestures. 
Development of new HCI solutions and improving existing 
ones is necessary to facilitate our everyday interactions with 
computers.
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image 
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Results of lip gesture classification for different ANN post-processing thresholds 

T = 0 T = 0.25 T = 0.5 T = 0.75

No. of 
mistakes

Effecti-
veness

No. of 
mistakes

Effecti-
veness

No. of 
mistakes

Effecti-
veness

No. of 
mistakes

Effecti-
veness

Neutral (no gesture) 6120 436 92.9% 380 93.8% 310 94.9% 236 96.1%

Mouth opening 6120 282 95.4% 321 94.8% 463 92.4% 659 89.2%

Mouth into an “O” shape 6120 462 92.5% 504 91.8% 723 88.2% 1004 83.6%

Sticking out the tongue 6120 362 94.1% 419 93.2% 530 91.3% 883 85.6%

All gestures 24480 1542 93.7% 1624 93.4% 2026 91.7% 2782 88.6%


